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1.

KEY SIZES

T Key

TYPICAL SECTION

1’-6’’ 1’-6’’

Slope as steep as

ground will  allow.

Bend these bars and

extend to bottom of

lower footer.

Normal reinforcing steel

Top and bottom (Typ.).

Bend these bars and

extend to top of

upper footer.

2.

3-#6 bars each way

over piles (typ.).

Additional  #5 bars

(maximum vertical

Optional

1
’-

0
’’

1
’-

0
’’

*

* To center line of pile

and to end of lower footer.

3’’ cl. typ.

Steel H piles shown. Other pile types

similar.

Notes:

   

See Plan of Footing for orientation

of piles.
DATE: OFFICE OF BRIDGE DEVELOPMENT

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

Minimum step length = 10’-0’’

 2’’ cl. typ.

spacing of 1’-0’’).

’’
T

’’

3’’ cl.

typ.

þÿ�S�c�a�l�e�:�  &�’

4’’ x 8’’

5’’ x 10’’

2’-0’’ to 2’-5’’

2’-6’’ to 3’-0’’

construction

joint with key

(Typ.) (one

construction 

joint required).

For key size see

chart.

DIRECTOR

OFFICE OF BRIDGE DEVEL.
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6-8-90

5/16/89

7-2-93

7-18-94

9-24-96

7-16-02

STEPPED FOOTING DETAIL WITH PILES

RW(6.14)-89-201


